
Livation Filter Installation

It is recommended to purchase a retrofit kit (201-LHAC-G-KIT) to facilitate installation.

1. Turn off the feed water supply to the system. Open the RO faucet and allow the sys-
tem and storage tank to drain completely before proceeding.

2. If a retrofit kit was purchased, install the supplied fittings into both ends of the livation
filter. Insert them fully and lightly tug on them to ensure they are installed correctly.
The fittings should not pull out of the filter. Proceed to attach the supplied clips to the
membrane housing. Once attached, install the livation filter onto the clips as well.

3. Disconnect the tubing supplying the post-carbon filter with membrane water and con-
nect it to the inlet of the livation filter.

4. Run a new line of tubing from the outlet of the livation filter to the post carbon filter.
5. Turn on the feed water supply to the system and allow water to flow from the faucet.

Once there is a steady stream of water coming from the faucet (about 1/8" in diame-
ter), close the faucet and wait five minutes to see if any leaks result on the system.
The initial water from the system may be discolored. This is normal.
NOTE: It is very important that there is a steady stream (not drips) of water
coming from the faucet before it is closed. If not, there could be air trapped in
the system and it will not fill the tank properly. This can waste a large volume
of water.

6. If there are no leaks, open the storage tank valve and allow the system to fill. Most
systems will be full within 2 hours. The system is full when the water to the drain
stops. Check for leaks with the system full and repair them accordingly.
NOTE: When the system is first turned on, water may intermittently "spurt"
from the air gap opening on the side of air gap faucets. This is common and
should correct itself after the air is purged from the system.
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