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Unpacking and Inspection

Be sure to check the entire unit for any shipping damage or lost parts. Also note damage
to the shipping cartons. Contact US Water Systems at 1-800-608-8792 to report any ship-
ping damage within 24 hours of delivery. Claims made after 24 hours may not be honor-
ed. Small parts, needed to install the unit, will be in a parts bag. To avoid loss of the small
parts, keep them in the parts bag until you are ready to use them.

Safety Guide

• Check and comply with your provincial / state and local codes. You must follow these
guidelines

• Use care when handling the system. Do not turn upside down, drop, drag, or set on
sharp protrusions

• WARNING: This system does not remove biological contaminants. US Water Systems
recommends that bacteria levels be checked periodically to ensure there is no bacteria
present. Coliform and E.coli most importantly.
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Proper Installation

This injection system must be properly installed and located in accordance with the Instal-
lation Instructions before it is used or the warranty will be void.

• Do not Install or store where it will be ex-
posed to temperatures below freezing or
exposed to any type of weather. Water
freezing in the system will break it. Do
not attempt to treat water over 100°F.

• Do not install in direct sunlight. Exces-
sive sun or heat may cause distortion or
other damage to non-metallic parts.

• Properly ground to conform with all gov-
erning codes and ordinances.

• Use only lead-free solder and flux for all
sweat-solder connections as required by
state and federal codes.

• Warning: Discard all unused parts and
packaging material after installation.
Small parts remaining after the installa-
tion could be a choke hazard.
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Introduction

The US Water pH Booster-Reducer system is a chemical injection system that proportion-
ally injects a chemical mixture to maintain a desired pH level in the water source. This
system can raise or lower the pH depending on the chemical that is being injected in the
water stream. A sample port (typically installed at a minimum of 18" - 24" downstream of
the injection point) and a pH meter are used to adjust the chemical pump rate to deliver
the desired pH consistently. The pump rate will vary in each application. A fixed pH meter
downstream of the injection system can be used to monitor the pH level as well.
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Water Meter Installation Instructions

1. Install the water meter. There is a flow direction arrow on the meter. Be sure the inlet
plumbing is attached to the meter correctly. There should be 18" of horizontal pipe
before and after the water meter to ensure it is reading properly. The connections are
3/4" MPT. Contact US Water Systems for proper placement of the water meter in the
water treatment system.

2. Slide the nut over the connection nipple, apply Teflon tape and install it in the inlet
plumbing. Do not over tighten the plastic nipple or damage could occur.
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3. Install the rubber washer gasket in the connecting nut and install the water meter
with the flow arrow pointing away from the inlet fitting. Tighten the nut hand tight. An
adjustable wrench can be used to tighten the nut an additional 1/4 to 1/2 turn. The
rubber washer gasket will seal the connection so the nut should not be over tight-
ened.
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4. Slide the nut over the outlet nipple and install the outlet nipple in the outlet plumbing.
Use Teflon tape to seal the connection and tighten with an adjustable wrench. Do not
over tighten the nipple in the outlet plumbing connection or damage could occur.

5. Install the rubber washer gasket in the nut and tighten the outlet plumbing to the wa-
ter meter outlet connection. Tighten it hand tight then turn it an additional 1/4 to 1/2
turn with an adjustable wrench. Do not over tighten or damage could occur.
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Chemical Solution Tank (With Pump) Installation Instructions

1. Install the chemical pump mounting bracket on the solution tank. Center the bracket
on the back side of the tank. Install two #10 x 3/4" screws in the outer holes. Tighten
all screws.

2. Install the chemical injection pump on the bracket that was installed on the tank us-
ing the screws taped to the bracket.
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3. Drill a 1/4" hole in the top of the solution tank and install the tubing into the tank.

4. Install the weighted suction screen on the tubing that was inserted in the tank. Push
the tubing down in the tank until the weighted suction screen is around 1" from the
bottom of the tank.
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5. Install the other end of the tank suction tube to the chemical injection pump inlet. The
inlet is identified by an arrow pointing toward the pump. Be sure the sleeve is instal-
led on the tubing properly. The beveled side of the sleeve should be facing the pump.
Tighten the nut hand tight while holding the pump fitting. Do not use tools. Hand
tightening will be sufficient.
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6. Install a tee in the water pipe for the injection check valve. This should be at least 18"
downstream from the water meter. The injection check valve has either 1/4" or 1/2"
male pipe thread so the injection tee fitting installed should have a 1/4" or 1/2" fe-
male threaded port. The following pictures show an injection point after a backwash-
ing filter. This tee may be installed before a backwashing filter in some cases. In cer-
tain applications, the injection point may just be in the water line at a different loca-
tion. Contact US Water Systems for proper placement of the injection check valve.
Wrap the desired thread with Teflon tape and install in the tee fitting. Tighten hand
tight then snug an additional 1/2 to full turn with an adjustable wrench. A sampling
port or pH monitoring system should be installed after the injection system to aid in
chemical pump adjustment.
NOTE: Be sure that the injector is not touching (bottoming) the tee fitting when
it is installed. If so, cut the long portion off the end of the injector.
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7. Install a piece of tubing on the outlet of the pump. Be sure to orient the sleeve prop-
erly and hand tighten the nut. The outlet is identified by an arrow that is pointing
away from the pump.

8. Install the other end of the chemical pump outlet tubing to the previously installed in-
jection check valve. Be sure to orient the sleeve properly and hand tighten.
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Chemical Pump Wiring Installation Instructions

1. The wire coming from the previously installed water meter should have three wires:
red, black, and blue. The red and blue wires each transfer half the rated pulse of the
meter. Tape these two together and twist the wires together into one.
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2. The wire coming from the chemical injection pump will have several colors. Fold
back all wires but the red and black wire. Make sure the wires that are folded back
are not touching each other or anything else. Tape the wires back. Now connect the
black wires together with a wire nut or butt splice connector. Connect the red wire
from the pump and the single red/blue wire from the meter using the same method.
There is no voltage on these wires. An enclosure is recommended to house the wir-
ing.
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Chemical Injection Pump Start-up Instructions

1. Plug the chemical pump power cord into a continuously energized 110v outlet. The
chemical pump should be set when the unit is shipped. It should be set to "20 SEC-
ONDS" and the percentage should be set on 50%.

2. If changes need to be made, the pump must be unlocked. If the pump is locked,
push and hold the mode and the percentage "%" buttons at the same time and hold
them for 3-5 seconds. The pump locked sentence will disappear. If "STANDBY" is on
the screen, push and hold the "MODE" and "STBY" buttons and "STANDBY" will dis-
appear.

3. To change the "mode" to "20 SECONDS", hold the mode button while using the up or
down arrows to change the setting.

4. To change the percentage, press and hold the "%" button while using the up or down
arrows to change the percentage to the desired rate. The pump is now programmed.

5. Once the pump is programmed, pour the supplied pH adjustment chemical in the
chemical tank. The chemical mixture procedure is as follows:
pH Reducer Chemical (Ban T)
• 8oz of Ban T per 5 Gallons of clean pH 7 neutral water.
Fill a 5 gallon bucket half full of water and pour in 8oz of Ban T. Top off the 5 gallon
bucket with water and mix well. Once mixed, pour the solution in the tank. This pro-
cedure is repeated to fill the tank.
pH Booster Chemical (Neutra 7)
• 5lbs of Neutra 7 per 6 Gallons of water.
Fill a 5 gallon bucket half full of water then pour in 5lbs of Neutra 7. Top ooff the 5
gallon bucket with water and mix well. Pour the soulution in the tank. Add 1 addition-
al gallon of water to the now empty 5 gallon bucket and mix any residual Neutra 7 left
in the bucket. Pour the 1 gallon of water in the chemical solution tank. Repeat this
procedure to fill the tank.
CAUTION! pH adjustment chemicals are corrosive. Proper protection should
be worn when mixing or handling these chemicals. It is recommended that pro-
tective clothing, gloves and safety goggles be worn when handling the pH ad-
justment chemicals. Serious injury can occur from exposure to these chemi-
cals. ALWAYS MIX THE CHEMICAL IN WATER, NEVER ADD WATER TO RAW
CHEMICAL. KEEP OUT OF REACH!
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6. Now push and hold the "PRIME" button until the pump pulls the solution from the
container up to the pump and on to the injector. The level can be seen in the tubing
as the pump becomes primed. Once it is primed, the pump is ready to use. The
pump will operate during the startup process. Proceed to the pump adjustment pro-
cedure. If the pump is now working, see below.

NOTE: If the pump is showing "STANDBY", hold the "MODE" button and push the
"STBY" button to take the pump out of the standby mode. The display will not show
"STANDBY" if it is in normal operation. BE SURE to check that the pump is not in the
"STANDBY" mode. If the pump is left in "STANDBY", it will not operate during regenera-
tion as intended. If the pump is "LOCKED", it will need to be unlocked to make changes.
If the valve is "LOCKED", press and hold the "MODE" and "%" buttons at the same time
for 3-5 seconds to unlock.

The pump will only engage when water is being used. Water passing through the water
meter is tracked by the meter and a pulse is sent from the water meter to the chemical
injection pump. This pulse will engage the pump according to the water flow rate. This
makes the adjustment process more precise and reduces chemical usage.

Need help? 1.800.390.5936 17 www.uswatersystems.com



Chemical Pump Adjustment Procedure

1. Run the water system at full flow. Pull a sample from the sample port and test the pH.
The pump can be adjusted "UP" or "Down" to reach the desired pH level.

2. To adjust the chemical pump rate, press and hold the "%" button while pushing the
"UP" or "DOWN" arrows.

3. Repeat this process until the desired pH level is reached. There should be 5 - 15 mi-
nutes between testing and adjustments.

In some cases, the standard setting of "20 SECONDS" may need to be changed to ach-
ieve the desired pH level. The following selections can be used to adjust the pump rate:

• 1 SECOND (Pump engages for 1 second at 100%)
• 5 SECOND (Pump engages for 5 seconds at 100%)
• 10 SECOND (Pump engages for 10 seconds at 100%)
• 20 SECOND (Pump engages for 20 seconds at 100%)
• 60 SECOND (Pump engages for 60 seconds at 100%)

The pump uses a percentage value as the adjustment increment.

EXAMPLE:

A pump with a mode setting at "10 SECONDS" with a percentage setting of 50% will en-
gage for 5 seconds. The same pump set at 25% will engage for 2.5 seconds.

If the system is overdosing, the pump setting should be decreased. If the pump is under-
dosing, the pump rate should be increased.

Typically, the supplied pump will work in all applications. However, if there is an applica-
tion that will not allow the proper dosing for an accurate pH adjustment, the internal
"pump tube" can be replaced on the pump to adjust the overall output of the pump. The
adjustment process can then be used at the new rates.

Once the chemical pump rate is adjusted at full flow, the system will proportionally inject
the chemical according to the usage flow rate. This will produce an accurate pH adjust-
ment at any flow rate.
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Routine Maintenance

• Injection Pump - The internal pump tube and injection duck bill check valve may need
to be replaced periodically. They typically last 1 - 5 years depending on the usage.
There is a spare tube shipped with the system and instructional videos explaining how
to change the tube at www.uswatersystems.com. Replacement duck bill check valves
can be purchased at www.uswatersystems.com as well.

• Chemical Injection Check Valve - The chemical injection check valve may need to be
removed and cleaned periodically. In some cases, salt deposits can build on the chemi-
cal injection check valve inside the plumbing tee fitting. This check valve should be re-
moved and cleaned. The injection tee should be checked for build up and cleaned as
necessary.

Maintenance Schedule

Component Action Frequency Replacement
Part

Injection Pump Tube Inspect pump tube and replace as
needed

1 - 5 Years

Injection Pump Duck
Bill Check Valve

Replace injection check valve as
needed

1 - 5 Years 411-UCDBINJ

Solution Tank Periodically check the solution level
and refill as needed

Varies by water us-
age

710-RU15N or
710-SP47N
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Warranty

For the lifetime of the original purchaser, at
the original residential place of installation
of this Chemical Injection System, US WA-
TER SYSTEMS, INC.  warrants the follow-
ing:

TWO YEAR COVERAGE - Stenner Injec-
tion System: We warrant that for two (2)
years from the date of purchase, we will re-
place the Stenner Injection System compo-
nents at no charge to you except for trans-
portation and standard labor charges. 
Stenner Injection Systems damaged due to
environmental issues or improper installa-
tion are not covered.

TWO YEAR COVERAGE - Solution Tank:
We warrant that for two (2) years from the
date of purchase, we will replace the solu-
tion tank at no charge to you except for
transportation and standard labor charges.
Tanks damaged due to environmental is-
sues or improper installation are not cov-
ered.

GENERAL PROVISIONS - This warranty
does not apply to any commercial or indus-
trial installations or to any part of the water
conditioner which has been subjected to
misuse, neglect, alteration or accident; or 
to any damage caused by fire, flood, freez-
ing, Acts of God, or any other casualty, or if
the original serial numbers have been re-
moved.   

These warranties are in lieu of all other
warranties expressed. or implied, and we

do not authorize any person to assume for
us any other obligation on the sale of this
water conditioner.  No responsibility is as-
sumed for delays or failure to meet these
warranties caused by strike, government
regulations or other circumstances beyond
the control of US WATER SYSTEMS, INC..
 

To obtain warranty service, call or write: 
US WATER SYSTEMS, INC.  1209 Country
Club Road  Indianapolis, IN  46234 (800)
608-USWA.  

ANY IMPLIED WARRANTIES OF FITNESS
OR MERCHANTABILITY ARE LIMITED TO
THE TERMS OF THIS EXPRESSED WAR-
RANTY AND THERE ARE NO WARRAN-
TIES WHICH EXTEND BEYOND THOSE
HEREIN.  US WATER  SHALL NOT BE LI-
ABLE FOR ANY INCIDENTAL OR CONSE-
QUENTIAL DAMAGES.  

Some states do not allow the exclusion or
limitations of incidental or consequential
damages so the above limitation may not
apply to you.  This warranty gives you spe-
cific legal rights, and you may also have
other rights which vary from state to state.  

THIS WARRANTY MAY BE TRANSFER-
RED TO A SUBSEQUENT OWNER WITH
WRITTEN APPROVAL OF US WATER
AND PAYMENT OF STANDARD TRANS-
FER FEE.
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